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M
odel

S
upply

Total
U
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B
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(V
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z)
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eutral
(kW

)
(inches)

(inches)
F

lat G
lass

7272-2
380-600/50-60

30.5
72" x 72"

2 floors
6"/18"

7272-4
380-600/50-60

60.9
72" x 72"

4 floors
6"/18"

72144-2
380-600/50-60

60.9
72" x 144"

2 floors
6"/18"

72144-4
380-600/50-60

121.8
72" x 144"

4 floors
6"/18"

8472-2
380-600/50-60

34.8
84" x 72"

2 floors
6"/18"

8472-4
380-600/50-60

69.6
84" x 72"

4 floors
6"/18"

84144-2
380-600/50-60

69.6
84" x 144"

2 floors
6"/18"

84144-4
380-600/50-60

139.2
84" x 144"

4 floors
6"/18"

84216-2
380-600/50-60

104.4
84" x 216"

2 floors
6"/18"

84216-4
380-600/50-60

208.8
84" x 216"

4 floors
6"/18"

9672-2
380-600/50-60
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96" x 72"

2 floors
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2 floors
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380-600/50-60

156.6
96" x 144"

4 floors
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96216-2
380-600/50-60

117.5
96" x 216"

2 floors
6"/18"

96216-4
380-600/50-60

234.9
96" x 216"

4 floors
6"/18"
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 production up to 576 ft² per cycle
(approxim

ately 1728 ft² per 8 hour shift for
M
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 +
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m

 glass: 3 - 3.5 hours
per load

¨
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,

P
LC

... R
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¨
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¨
M
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 m
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¨
F

our decades of experience and total
process support

Lam
inating kiln for m

aking specially
lam

inated glass by vacuum
 process,

designed and perfected for producing high
value products, such as tem

pered lam
inated

glass, lam
inated bent glass, decorated

lam
inated glass, etc.
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